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1, ALL RELATED WORK SHALL CONFORM TO THE CITY OF RIVERSIDE PARK AND
RECREATION DEPARTMENT STANDARDS, INCLUDING CITY TRAIL STANDARDS
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FOR SPOTTING OF ALL TREES PRIOR TO DIGGING PLANTING PITS:
WHILE DIGGING PLANT PITS AND PLANTING/RELOCATING TREES:
AFTER PLANTING AND ALL OTHER INDICATED OR SPECIFIED WORK HAS "
BEEN COMPLETED, FOR START OF MAINTENANCE: : : -
AT SUBSTANTIAL COMPLETION OF THE PROJECT FOR THE CITY1S
ACCEPTANCE TO START THE REQUIRED MAINTENANCE PERIOD:
AT THE END OF THE MAINTENANCE PERIOD, THE CONTRACTOR/DEVELOPER
SHALL CALL THE PARK PROJECTS INSPECTOR AT (909) 115-3463 FOR A FINAL /
ACCEPTANCE INSPECTION IN ORDER TO RELEASED FROM MAINTENANCE
DEYELOPERS BONDS WILL NOT BE RELEASED UNTIL AFTER RECEIPT OF :
WRITTEN NOTIFICATION FROM THE CITY THAT THE PROJECT HAS PASSED
FINAL INSPECTION AND THE PARK AND RECREATION DEPARTME
RECEIVED WRITTEN NOTICE FROM THE HOA INDICATING THEIR ASSUMPTION
OF MAINTENANCE RESPONSIBILITIES
3 3, ALL LANDSCAPE IMPROYEMENTS WITHIN THE PUBLIC RIGHT OF WAY
- AND/OR LANDSCAPE EASEMENT AREAS ARE TO BE INSTALLED PRIOR
TO THE RELEASE OF THE SURETY POSTED BY THE DEVELOPER TO GUARANTEE
THEIR INSTALLATION.
4, THE DEVELOPER SHALL BE RESPONSIBLE TO ACCEPTABLY MAINTAIN ALL
PLANTINGS FOR A MINIMUM PERIOD OF ONE (1) YEAR
5. ALL PUBLIC LANDSCAPE AREAS TO BE PUBLICLY MAINTAINED MUST BE
AUTOMATICALLY IRRIGATED.
o. NO PERSON SHALL PERFORM ANY CONSTRUCTION OR INSTALL ANY
R L ERSIDE WITIBUT A AL CONSTRICTION PERIIT (GeUED NGTE « <
H v Y
BY THE CITY'S PUBLIC WORKS DEPARTMENT. -THE PROPOSED REVERSE FRONTAGE WALLS ALONG TEAUTUEI@ RD_.é JF. KENNEDY
1 IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO CLEAR ARE TO BE MAINTAINED BY THE HOME OUNERS ASSOCIATION OF THE SUBDIVISION,
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IT AFFECTS EACH UTILITY INCLUDING IRRIGATION LINES AND
SITE LOC ATIO N APPURTENANCES AND AT NO COST TO THE CITY, NoTE: -
8 CONTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF " THESE PLANS DO NOT REQUIRE PARKS DEPARTMENT SIGNATURE/APPROVAL
RIVERSIDE DEPARTMENT OF PUBLIC WORKS, STANDARD DRAWINGS, PER BOB JOHNSON 19/2002,
TRACT 28866-3 ITS SUPPLEMENTAL NOTES AND THE STANDARD SPECIFICATIONS FOR
PUBLIC WORKS CONSTRUCTION, CURRENT EDITION.

2 THE ARCHITECT SIGNING THESE PLANS 1S RESPONSIBLE FOR
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CONSTRUCTION, THE PRIVATE ENGINEER SHALL BE RESPONSIBLE FOR
DETERMINING AN ACCEPTABLE SOLUTION AND REVISING THE PLANS
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SEE SHEET 4 FOR DETAILS ¢ MATERIAL SCHEDULE
SEE SHEET 5 FOR SFPECS.
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Service Alert |SONSTRCTION CONTRACTOR ASREES THAT IN ACCORDANCE WITH GENERALLY RIVERSIDE COUNTY BENCHMARK, STAMPED VEB-64
ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CONTRACTOR HILL BE AT SOUTHAEST CORNER OF PLUMMER ROAD AND VAN BUREN
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AND ALL LIABILITY, REAL OR ALLESED, IN CONNECTION WITH THE PERFORMANCE
OF WORK ON THIS PROJECT, EXCEPTING LIABILITY ARISING FROM THE SOLE
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CONTRACTOR SHALL PROVIDE GATE HARDUWARE AND XXX KEYS FOR OFPEN SPACE AREA GATE.

ALL STEEL FENCING TO BE PAINTED WITH ONE COAT PRIMER AND TWO COATS BLACK

ENAMEL PAINT.

|V e 4" 0C. MAXIMUM
(5) 1x2" T.6. BOTTOM RAIL.

(D 3" 8@ x /8" TUBULAR STEEL FRAME.

(2 1x2" T&. TOP RAILS.
(3) 4" DIA. STEEL ROUNDS.

- 5/8" SQ. T.S. PICKET @ EQ. SPACING.

(@ 2" e@. x /8" TUBULAR STEEL POST
NOTCHED INTO PILASTER BLCK.

(1) PERIMETER PILASTER - SEE DTL"D"
SHEET 4

FINISH GRADE.

() DOUBLE KEY LOCK DEAD BOLT.

CONTRACTOR TO PROVIDE SHOP
DRAUINGS PRIOR TO CONSTRUCTION
TO LANDSCAFPE ARCHITECT.

/2" DIA. X 5" LAG BOLT -TYP.
HEAVY DUTY HINGE.

(D 3x3" cusTOM TRIANGULAR STEEL CAP
(SPLIT IN HALF AT CENTER)

2" 8@, POST WITH CAP @ &' OC.

0 =
Q (@) 1x2" 1. TOP RAILS.
(3) 4" DIA. STEEL ROUNDS.
(4 s/8" @ TS. PICKET @ 4" OC.
® i | 9=l
, 7 (B 1x2" T8 BOTTOM RAIL.
10
(& FINISH GRADE.
(1) CONCRETE FOOTING.
- oA 6 A0% COMPACTED SUBGRADE.
< . 41.1& buu _
‘ ;_;;‘-’f;fm“‘;_;; t&) (3) exe" CONCRETE CURB
SR L n  NOTE:
@/ 5 //\/§\\ > \//\E\//}/\ ALL STEEL FENCING TO BE PAINTED
e 27\ N WITH ONE COAT PRIMER AND
Al | A TWO COATS BLACK ENAMEL PAINT.

TUBULAR STEEL FENCE

Kl TUBULAR STEEL GATE

ACCEPTED
REQUIRED TO ASSUME SOLE AND COMPLETE RESFONSIBILITY FOR JOB SITE
Call: TOLL FREE | cono!Tions DURING THE COURSE OF CONBTRUCTION OF THE PROJECT,

WORKING HOURS, AND CONSTRUCTION CONTRACTOR RURTHER AGREES TO
22 7 — 2 6 Q O DEFEND, INDEMNIFY AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY

OF WORK ON THIS PROJECT, EXCEPTING LIABILITY ARISING FROM THE S8OLE

TWO WORKING DAYS BEFORE You DiG NEGLIGENCE OF DESIGN PROFESSIONAL.

AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE

PRIVATE ENGINEERING NOTE BENCHMARK
Underground
SerVi ce AI ert CONBTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH GENERALLY RIVERSIDE COUNTY BENCHMARK, 8TAMPED vBB-64
CONSTRUCTION PRACTICES, CONSTRUCTION CONTRACTOR WILL BE AT SOUTHWEST CORNER OF PLUMMER ROAD AND VAN BUREN

BOULEVARD. 2520 FEET SOUTH OF YAN BUREN BOULEVARD. 2052
FEET WEBT OF PLUMMER ROAD, ON THE TOP OF A 4.2 FOOT x B2

,] 8 O O INCLUDING SAFETY OF ALL PERSONS AND PROPERTY: THAT THI® REQUIREMENT FOOT GRANITE BOULDER A BRASS DIeK FLUSH AND MARKED.

ELEYV. 63814

David 41877 Enterprise Circle North #200
Temecula, CA. 92590

N ed u H Tel: 909/296—-3430
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SECTION 22212 - GRADING
PART | - GENERAL

121 STANDARD SPECIFICATIONS: The provisions of the "Standard Specifications for Public Works Construction" shall
apply except as modified herein.

1.22 SCOPE: The Work of this Section shall consist of furnishing all labor, materials, equipment, appliances and services
necessary for the execution and completion of all Grading Work as shown on the Plans and as described in the
Specifications Including, but not necessarily limited to, the following:

Rough grading as shown on the plans, Including cut, fill, backfill and backfill compaction

Subgrade preparation for tralls including any over-excavation and re-compaction as may be required.

Excavation, backfill and compaction of soils for all structural footings

Excavation, backflll and compaction of solls for all sumps

Soll compaction as required:

Protective measures

Dust and noise abatement ,

Borrouw from and/or export to a local borrow/disposal site as necessary for a balanced grading operation

Fine grading of the work site

Decomposed Granite Paving

Soil testing as requireds

Coordination with Work of other Sectionst

Clean-upt

Erosion Repalrs, Guarantees and Warranty Work

.03 RELATED WORK SPECIFIED ELSEWHERE:
Excavation and Backflill for Irrigation, Section ©244]
Finlsh Grading in Landscaped Areas Section ©2480

.24  QUALITY ASSURANCE:

A Other Requirements: All Work of this Section shall comply with the requirements of the following:
L. The Grading Code of the City of Riverside.

B. Tests and Inspections:

l. All Work in this Section shall be subject to the observation and testing as required by the Park Project
lnspector (PR.I.) The PRI will conduct all specified tests to insure compliance. The PPl wlll also test,

Identify and make recommendations on borrow site fill materials as specified in this Section.

2. The number and location of solils tests shall be at the discretion of PPl to assure uniformity and compliance with
the City Grading Ordinance, and shall be at least one test per two vertical feet of fill, but not less than one test per
500 cubic yards, all as approved by the PPIL ‘

125  WATER: See Special Provisions Section 1-85 Temporary Light, Power, and Water regarding temporary construction
water. '

26 JOB CONDITIONS:

A, Protection of Existing ltems:

. Contractor shall furnish, place and maintain all shoring and bracing as may be required for protection of existing
structures and utility services during execution of the Work

2, All bench marks, monuments and other reference points shall remain undisturbed unless specifically directed
otherwise by the Park Projects Inspector.

B. Coordination with Others:
l. Contractor shall give uwritten notice to PR, utility agencies, and other legal authorities prior to starting Work.
2. Contractor shall coordinate Contractor's operations with other trades, utility agencies, and other affected public

departments to assure contlnulty for both access and service of all utility service distribution lines, in conformance
with applicable requirements of these organizations. No services to any property shall be Impeded.

C. Abandoned and Unknown Utilities:

I Abandoned lines, meters and boxes, obstructions or piping, shall be removed, plugged, or capped In accordance
with the requirements and approval of the agencies affected, or as directed by the Park Projects Inspector.
Coordinate all such Work with applicable mechanical or electrical trade having responsibility. Remove all
abandoned utility lines, pipes, or condults, to a point outside new construction lines.

2. Where unmarked utllity lines or other underground obstructions or piping are uncovered within the Work area,
notify the agencies or service utility companies having jurisdiction and take necessary measures to prevent
interruption of service. Should such lines or services be damaged, broken, or interrupted through Contractor's

oun hegligence, those services shall be repaired immediately by the party designated by the utllity owner, at
Contractor's expense. If an unmarked utility is damaged other than through the negligence of Contractor,
Contractor's responsibility 1s limited to providing immediate and proper notification of the damage to the utility
ouner so that repairs can be made. Contractor shall cooperate with the utility owner and provide access for repair
work.

PART 2 - MATERIALS

221 DG PAYING:

A, DG.: Shall be black and uhite, decomposed granite free of silt, clay, wueed seed, and any other deleterious
material, as approved by the Parks Department Representative. Contractor shall provide a one pound sample to

the Parks Department Representative a minimum of 35 days prior to ordering materials for the review and approval

of the Parks Department Representative.

B. Organic Binder: Shall be "Organic Binder" as supplied by Stabilizer Inc, 1/1800/336-2468, or City approved equal.

222 DRAIN ROCK: Draln rock for all sumps and french dralns shall be pervious backflill as specified n Standard
Specifications, Section 200-352 Pervious Backfill.

203  FILL MATERIAL:
A, Required Approval: All fill material must be approved by the PP
B. On-site Materlal: On-site excavated materials may be used for fill as approved by the PPl

204 GRANULAR BEDDING MATERIAL: Where called for on the Plans, grénular bedding material shall be crushed stone
or pea gravel conforming to the following grading: :

Sleve Size % Passing
3/4" (2]
172" 25
w4 : 5
205  IMPORT:
A Landscape Fills: All import soil used for fill in landscape areas shall be Class 'A' topsoil per Standard

Specifications, Section 212-11 Top Soll, General.

B. Structural Fille:  All Import soll used solely for structural fill shall be non-expansive, predominantly granular
material free from organic contaminants, and capable of attaining the required compacted densities.

C. Approved Samples: Samples of all import soll, as obtained by the City's Inspector at the borrow site, must be
approved by the PP prior to start of Import of soll to the Project site.

PART 2 - EXECUTION

32l GENERAL:

A, Work Sequence: All demolition, clearing and grubbing of objectionable materials must be completed to the
satisfaction of the PPl before starting any earthwork grading and excavation.

322 ROUGH GRADING:

A, Conformance with Plans: Rough grading of the site shall be completed in accordance with Indicated contours,

elevations, and limit lines shown on the Plans and shall allow for the depths of slabs, paving, sub-base, topsoil,
and controlled fills.

PRIVATE ENGINEERING NOTE BENCHMARK

RIVERSIDE COUNTY BENCHMARK, STAMPED VBB—64
AT SOUTHWEST CORNER OF PLUMMER ROAD AND VAN BUREN

Underground
Service Alert

) Call: TOLL FREE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH GENERALLY
ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CONTRACTOR WILL BE

REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSIBILTY FOR JOB SITE

CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THE PROUJECT,

’] — SOO INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT FOOT GRANITE BOULDER A BRASS DISK FLUSH AND MARKED.
SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL ELEV. 1638.14
227_ 26 OO WORKING HOURS, AND CONSTRUCTION CONTRACTOR FURTHER AGREES TO * :
DEFEND, INDEMNIFY AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY

AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE ' *
OF WORK ON THIS PROJECT, EXCEPTING LIABILITY ARISING FROM THE SOLE

TWO WORKING DAYS BEFORE YOU DIG NEGLIGENCE OF DESIGN PROFESSIONAL.

BOULEVARD. 259.0 FEET SOUTH OF VAN BUREN BOULEVARD. 205.0
FEET WEST OF PLUMMER ROAD, ON THE TOP OF A 4.0 FOOT x 10.0

B. Grading Tolerances:

L Sub-grades to recelve slabs and pavements shall be graded to a tolerance of plus or minus one-half (1/2) inch,
and shall be compacted as specified below in Sub-section 3.04 CONTROLLED FILL, paragraph G.

Relative Compaction Requlrements, sub-paragraph 1. Slabs ¢ Pavement Subgrades.

2. Tolerance for rough grading in all other areas is I/10th of a foot.
3. In all areas, appearance and positive dralhage will be factors In the acceptabllity of grades.
C. Compacted Lifte: Graded material shall not be left in loose layers, but shall be stockpiled for use in controlled fill

or compacted In thin layers as grading takes place in accordance with the requirements for controlled fFill.

D. Scarification: Shall be performed on all areas indicated to recelve paving to depths as indicated In the solls report.
In the absence of a solls report, scarification shall be to a minimum depth of six (&) Inches or to a depth permitting
twelve (12) inches of controlled fill whichever Is greater.

E. Engineer's Approval: Contractor shall obtain the Soll Engineer's approval of all scarified surfaces prior to
placement of fill.

323 CONTROLLED FILL:

A, Landscape Fills: The topmost 12" of fill in all landscape areas shall be topsoil.

B. Rocks: Rocks larger than two (2) inches in diameter shall be removed from all fills to be compacted.

C. Lifts: Fill material shall be spread in uniform lifte of six (&) to eight (8) Inches of un-compacted thickness.

D. Molsture Content: Prior to starting compaction, the fill material shall-be brought to optimum molsture content by
spraying with water If too dry, and aeration If too wet.

E. Mixing: Thoroughly mix each lift to assure uniform distribution of water content.

F. Allow for Shrinkage 4 Subsidence: Bring fills to sultable e]évations above required grades to provide for effects

of shrinkage and settlement.

G. Relative Compaction Reguirements:

. DG. ¢ Pavement Subgrades: For all areas designated to receive DG. pavement and within a perimeter
two (2) feet outside these areas, each lift shall be compacted to a minimum of 20% of maximum density as
determined by ASTM DIS5T7-18.

2. Planting Areas: Where fill is required in planting areas each lift shall be compacted to a minimum of 85%
maximum density.
3. Mechanical Equlpment: Perform all compaction by sultable mechanical equipment and methods approved

by the Solls Engineer.

H. Contractor's Responsibility: Durlng the grading operations, inspection and field tests will be carried on by the PPL.
Houwever, Contractor Is responsible to ensure obtaining the required degree of compaction and the proper moisture
content. Where compaction of less than the specified percentage is found, additional compaction effort shall be

made with adjustment of the moisture content as necessary until the minimum specified compaction is obtained.

l. Over-excavation Due to Unsultable Materials: Excessively wet material, material in any soft or spongy spots, and
material In standing water shall be over-excavated to such depth as directed by PPl and replaced uwith sultable
material, properly compacted.

3204 EXCAVATION: Contractor shall perform all necessary excavation work for footings and slabs and shall perform any
additional excavation work necessary to provide ample room for installation of concrete forms where required. The

bottom of all excavations shall be level and free from loose material, and shall be brought to the indicated or required
grades In undisturbed earth. All excavations shall be kept free of standing water. Contractor shall perform all pumping,
draining, and dewatering as may be necessary to keep excavations free of standing water uhile carrying on the Work
Should excavations for footings, through error, be excavated to a greater depth or size than indicated or required, such
additlonal depth or size shall be filled with concrete at Contractor's expense.

305 OPEN TRENCH OFPERATIONS: Shall conform with Standard Specifications Section 206-1 Open Trench Operations, as
modified by the following:

Al General: Add the following to Standard Specifications Section 206-111 General:

"Where trench 1s close to existing pole mounted lights, catch basins, or other structures that are
to remain, Contractor shall brace as necessary to prevent dislocaion of such structures. In the
area of any such structures, the trench backflill shall be compacted to 95% to the full depth of
the structure.” ‘

B. Replacement of Surface Improvements: Add the following to Standard Specifications Section 306115 Trench
Resurfacing:

"Replacement of bituminous pavement and base material over trenches shall conform with

Public Works Department Standard Drauwlhg No. 453."

C. Unsultable Material: Add new subsection 206-117 as follows:

306-1171 Unsultable Material. The conditions and requirements for the

determination and disposition of unsuitable material encountered during open trench operations
shall be In accordance with Standard Specifications Sectlion 200-22 Unsultable Material.

D. Plpe Bedding: Unless otherwise shown on the Plans, pipe bedding shall conform with Public Works Department Standard
Drawing No. 452, Case |.

E. Trench Backfill: Shall conform with Public Works Department Standard Drawing No. 453.

F. Compaction of Backfill Over VCP: Mechanical compaction of backfill using impact type pavement breakers (stompers)

will be not be permitted over vitrifled clay pipe within the first 4 feet of backfill over Vitrified Clay Plpe (VCP). Such
backfill shall be compacted by other means.

306 BACKFILLING: '
A, Material: Select site material shall be used for backflll of trenches and shall be free from large stones and clods.
Material shall be as approved by the Soils Engineer.

B. Pre-Conditioning and Placemenit:

. Lagers of backfill shall be pre-conditioned by moistening with water, the amount to be controlied to insure
optimum molsture conditions for the type of fill material used. Excess water causing saturated earth beneath
footings, walks, and curbs is unacceptable.

2. Backfill shall be deposited in layers of maximum six Inch thickness.

3, Backfill shall be compacted by sultable means to a minimum relative compaction of 20%.

4, All trenches shall be backfilled In accordance with this Section, and may be tested at the discretion of the

Engineer.

327 FINE GRADING: Fine grading, as specified under this Section, 1s a separate operation from finlsh grading as specified

under Section 22480 Planting. Fine Grading Work is to commence upon completion of all trenching and backfill
operations, and prior to soll preparation.

Upon completion of Fine Grading Work all areas shall slope to drain without water pockets or Irregularities and shall
conform to the intent of all Plans and Specifications after thorough settlement and compaction of the soil. Fine grading
should allow for Soll Preparation Work as specified under Section ©2482 Planting, such that finish grades shall meet

the elevations indicated on the Plans. Tolerance for fine grading is 1/4 inch, plus or minus. Any corrections to the
Grading Work required to obtain proper draihage and to bring it Into conformance with the Intent of the Plans and
Specifications and City codes shall be performed by Contractor at no additional cost to City.

328 DUST AND NOISE ABATEMENT: During the entire construction period, site areas shall be kept sprinkled as
necessary to reduce dust in the air and anmoyance to surrounding properties. Adhere to the requirements of City
ordinances for dust and noise control.

END OF SECTION

GRADING AND DRAINAGE

. All surface drainage to be away from all footings, foundations and bullding walls at a minimum of 2%.

2. Cross slope walks and paving 1% minimum, unless otherulse noted.

3. Surface slopes shall be a minimum of 2% to drains in all planting areas.

4. Specimen tress shall be in place prior to installation of a drain line. Drain line placement shall be
adjusted around trees.

5. Lay drain lines with 1% minimum fall to riglid, non perforated types, 2% for corrugated types.

Round toes and edges of all slopes. Contour slopes between walks and bulldings.

1. Refer to Civil Engineer drawings for additional grades and Information. Yerlfy on-site
and report discrepancies to Landscape Architect before start of any work on this contract.

8. Perforations in any pipe shall face downward in trench.

9. Verify all Invert elevations at proposed tie-lns prior to installation. Make any adjustments as necessary
to allow minimum fall for required dralnage of lines.

@. All top-of-grate and Invert elevations indicated are approximate. Verlfy in field.
. Consult ouwner for FS of entry stoop In relation to FF of bullding.

12. Contractor shall ensure that earth mounding does not interfere with swales depicted on civil
engineer's grading plan.

TILE /7 PAVERS

. Contractor shall submit a sample of each type of tile/pavers and grout color Indicated on plans to landscape architect for
approval before starting work

Ceramic tile grout shall be one part Portland cement and one part graded sand uwith color and waterproofing additives.

3. Setting Bed: Spread setting
pool equipment to determine that the proper pitch for drainage can be obtained. If any drains or fixtures are found to be too high,
correct before start of the work Set screeds to required levels and slopes. Tamp mortar dense and soil. Remove any mortar nearing
initial set before tile is placed.

4. Setting and Grouting Tiles: After setting bed has set sufficiently, sprinkle dry Portland cement on surface and commence layging tile.
Set straight edges 1o lines established to keep Joints parallel and uniform over entire area. Tamp tile solidly into bed using
wood blocks of sizing Insuring solid beddlng‘, bedding free from depressions and high spots. Finlsh flush with adjacent paving,
pool equipment and/or drains. When ready, fTll joints full and flush with specified grout. wipe excess grout from face of tile,

and leave all joints finlshed at uniform depth.

5 Grout colors for brick and tile shall be as called out on construction plan or detalls.

CONCRETE

. Concrete shall have a minimum compressive strength in 28 days of 2520 PS1. Cement shall be type |
Reinforcing shall comply with ASTM Asl15, grade 42.
No pipes or ducts shall be placed in concrete columns, walls or slabs unless specifically detailed.

Reinforcing detalling shall conform to the Concrete Reinforcing Steel Institute "Manual of Fractice", latest edition.

2
k)
4
5. Relnforcing, anchor bolts and all other embedded items shall be securely held in position prior to placing concrete.
6. UWalls and columns shall be douweled from supports with bars of the same size and spacing

1. Splice continuous reinforcing with 4@ diameters minimum lap.

8

All expansion joints shall be 1/2" pre molded felt material and Installed where indicated, and at all bulldings, walls
and fixed improvements.

2.  All expansion joints shall receive 172" thick sealing compound sealing compound. Color to match adjacent
surface color.

1©. All concrete walks shall receive a medium broom finish, unless otheruwise indicated.
. Score Jolnts shall be tooled 1/4" wide by /4" deep as indicated.
2. Weakened plane joints shall be 174" wide by 1/12" slab thickness deep.

REINFORCED MASONRY

. Concrete block units shall be medium weight and comply with ASTM C@, grade N. Provide deep-cut bond beam unite.

2. Retaining walls and walls bellow grade should be grouted solid.

3. All cells containing reinforcing shall be grouted solid.

4. Immediately after grouting, consolidate grout using mechanical vibrating equipment. Roding will not be accepted.

5. Mortar shall consist of one part Portland cement, 3 /2 to 4 parts sand based on dry loose volume, and not less than
I/4 part nor more than I/2 part lime. '

©. Grout shall be 2002 S| minimum, proportioned | cement, 3 sand, 2 pea gravel.

1. Reinforcing shall comply with ASTM Asl5, graaé 4. Lap 4@ diameters.

8. All stucco wall shall water sealed with thirty (3@) days of stucco color coat.
All stucco shall match architecture in color and finish, except as noted:-

METAL FENCING / GATES

. Fencing shall be seamless steel tubing, grade B, conforming to ASTM AS2I-8l.

2. Landscape Contractor shall secure all field measurements requires for proper and adequate fabrication and Installation.

3. Fencing and gates shall be fabricated and assembled in the shop to the greatest extent possible.

4. Al welds and another connections exposed in the finished work in the field shall be ground and dressed smooth and
so that the shape and profile of the item welded 1s preserved.

5. Gates shall received heavy-duty spring loaded hinge assemblies with self latching hardware.

6. All surfaces shall be prime coated with synthetic, rust-inhibiting primer. Final finish shall be electrostatically applied

of two coats of lusterless alkyd enamel. See plan for color.

1. All gates shall be self-closing with steel stops.

mortar bed on freshly prepared slabs. Minimum thickness as showh on drawing. Verlfy elevation of drains and
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